|.T.E. & MEDICAL

OPEN FRAME POWER SUPPLY @

COMPACT SIZE
HIGH PERFORMANCE

SERIES

130W 2”x3” Open Frame
Power Supply

KEY FEATURES

100W Natural Convection
130W With Fan

: KEY SPECIFICATIONS
Universal Input

100 ~ 240Vac Input Voltage 100 ~ 240Vac

Output Voltage 12V ~ 56V
High Efficiency
& Reliability Output Power 100W (Natural Convection) /
130W (With Fan)

0066

Medical & I.T.E. Dimensions 2" x 3" x 1.6” (50.8 x 76.2 x 40.6 mm)
SgtgtfsLihdards Cooling Natural Convection / With Fan

Compact Size Safety Medical & I.T.E. Approved

2"x3"x 1.6" Application |.T.E. & Medical

SAFETY & EMC COMPLIANCE (N PROGRESS)

@ IEC/EN/ANSI/AAMI ES60601-1 (Edition 3.2)

: B M CB
(© EMC: IEC60601-1-2 (Edition 4.1) | H Us

() IEC/EN/UL 623681

C A E R U s ><|  info@caeruspower.com Smart.

POWER TECHNOLOGY @ WWW.Caeruspower.com Affordable.




